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Lorinry covers theironmongery used on horses, eg various rings and of course the “bit”.
Vital seam sewing was always done with two needles and threads, the hole would be made
with a bodkin and the needle passed alongside its spike, then the bodkin would be inserted
in the same hole from the other side and the second needle passed using the bodkin spike
as aguide. In decorative work this seam was preferred for its precision and strength. An aw|
is really a needle with a handle, or a bodkin with an eye, which can produce a seam like a
sewing machine. The threads stay on the same side and when broken the seam bursts quickly.

Grooves lie between the cover and spine forming the hinge for the cover. French
grooves are characterised by being quite pronounced hence an increased cost of production.
Ridges are those horizontal bumps on the spine and are made with band nippers-- pliers with
jaws that extend side-ways at the end, their width was used to nip-up more of the spine leather.
It also tightened the leather between ridges. Leather is stretched over Bristol board used to
stiffen the cover and in order to reduce the inside thickness and to prevent a step under the
cover paper, the leather edges were pared (thinned). Leather was not normally overlaid at the

corners, rather it was butt jointed by cutting at 45 degrees first (mitred). Knocking-up is the
term used for lining up the paper,rounding the spine was performed on the stitched pages,
both done by basically hitting with a flat stick. Decorative cord is most commonly seen,

top & bottom, fixed on the paper edges nestling against the spine.
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